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产产产产

 灯灯灯灯 :  PRODUCY INFORMATION

 灯灯灯灯 :  11W4P SE

 光光灯灯 : UVC

 生生生生 : PHILIPS

 送送送送 :  Philips Lighting

 光光光光 : 1  光光光光光光 : 60 mW

 发光发发发 : 265 mm  发光发发发 : 16 mm  发光发发发 : 16 mm

电电电

 电电 : 219.90 V  电电 : 0.0460 A  功功 : 5.56 W  功功功光 : 0.550  频功 : 50.00 Hz

光光电电

 测光测测 : UVC  额额光光光光 : 60.5 mW

 灯灯光光光光 : 60.5 mW  灯灯灯功 : 100.00 %

 上光光光光光上 : 29.47 %  下光光光光光上 : 70.53 %

 峰峰光光峰发 : 8.96 mW/sr  峰峰光光峰发生峰 : C0° γ64°

 中中光光峰发 : 8.67 mW/sr

 半峰半半(C0-C180,C90-C270)  : 236.5 °, 114.1 °  半峰半半(C45-C225,C135-315) : 240.8 °, 252.9 °

 有灯光有半(C0-C180,C90-C270)  : 307.9 °, 157.4 °  有灯光有半(C45-C225,C135-315) : 294.2 °, 295.2 °

 发发半 (25%) : H287.5 °, V141.0 °  发发半 (50%) : H236.5 °, V114.0 °

 发发半 (75%) : H186.0 °, V80.7 °  发发半 (90%) : H183.1 °, V51.1 °
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生生: mW/sr■ C90-C270

■ C0-C180

■ G64

测测灯灯 : Type C 测测测测 : 1.325 m C 平发 (°): 0.0-360.0:10.0 γ (°) : 0.0-180.0:1.0

测测测测 : Lisun LSG-1890B 环环环发 : 25.0°C 环环环发 : 65.0%

测测生生 : Lisun Instruments Limited

测测测 : JACK 核核测 : 
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 配力配配
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生生: mW/sr■ C90-C270

■ C0-C180
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生生: mW/sr■ C90-C270

■ C0-C180

测测灯灯 : Type C 测测测测 : 1.325 m C 平发 (°): 0.0-360.0:10.0 γ (°) : 0.0-180.0:1.0

测测测测 : Lisun LSG-1890B 环环环发 : 25.0°C 环环环发 : 65.0%

测测生生 : Lisun Instruments Limited

测测测 : JACK 核核测 : 
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 配力配配 (mW/W)
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生生: mW/sr/W■ C90-C270

■ C0-C180

η=100%UVC

测测灯灯 : Type C 测测测测 : 1.325 m C 平发 (°): 0.0-360.0:10.0 γ (°) : 0.0-180.0:1.0

测测测测 : Lisun LSG-1890B 环环环发 : 25.0°C 环环环发 : 65.0%

测测生生 : Lisun Instruments Limited

测测测 : JACK 核核测 : 



Tel:+86(21)51083341

Sales@Lisungroup.com

www.Lisungroup.com

Lisun Instruments Limited

 报报报报 : 11  测测测测 : 2023-11-17 18:24:07  页页 : 4/40

 预预预预
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0:0 0:15 0:31 0:47 1:3 1:19 1:35 1:51 2:7 2:23 2:39

时时

稳额稳稳: 2:39 上上稳稳: 0:0

参光 最最峰 最最峰 变变光

光光峰发 ,mW/sr 8.99 8.51 0.48

功功 ,W 0.00 0.00 0.00

光光辐发 ,mW/m^2 5.120 4.845 0.275

测测灯灯 : Type C 测测测测 : 1.325 m C 平发 (°): 0.0-360.0:10.0 γ (°) : 0.0-180.0:1.0

测测测测 : Lisun LSG-1890B 环环环发 : 25.0°C 环环环发 : 65.0%

测测生生 : Lisun Instruments Limited

测测测 : JACK 核核测 : 
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 辐辐力辐辐配配
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测测灯灯 : Type C 测测测测 : 1.325 m C 平发 (°): 0.0-360.0:10.0 γ (°) : 0.0-180.0:1.0

测测测测 : Lisun LSG-1890B 环环环发 : 25.0°C 环环环发 : 65.0%

测测生生 : Lisun Instruments Limited

测测测 : JACK 核核测 : 
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 等辐等辐力配配
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安安发发: 10.0m

最最光辐发峰: 0 mW/m^2

■      0 mW/m^2 [  1%]

■      0 mW/m^2 [  2%]

■      0 mW/m^2 [  5%]

■      0 mW/m^2 [ 10%]

■      0 mW/m^2 [ 20%]

■      0 mW/m^2 [ 30%]

测测灯灯 : Type C 测测测测 : 1.325 m C 平发 (°): 0.0-360.0:10.0 γ (°) : 0.0-180.0:1.0

测测测测 : Lisun LSG-1890B 环环环发 : 25.0°C 环环环发 : 65.0%

测测生生 : Lisun Instruments Limited

测测测 : JACK 核核测 : 
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 等辐等等力配配
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最最光光峰发峰:      9 mW/sr

■     0 mW/sr [  1%]

■     0 mW/sr [  2%]

■     0 mW/sr [  5%]

■     1 mW/sr [ 10%]

■     2 mW/sr [ 20%]

■     3 mW/sr [ 30%]

■     4 mW/sr [ 50%]

■     5 mW/sr [ 60%]

■     7 mW/sr [ 75%]

■     8 mW/sr [ 90%]

测测灯灯 : Type C 测测测测 : 1.325 m C 平发 (°): 0.0-360.0:10.0 γ (°) : 0.0-180.0:1.0

测测测测 : Lisun LSG-1890B 环环环发 : 25.0°C 环环环发 : 65.0%

测测生生 : Lisun Instruments Limited

测测测 : JACK 核核测 : 
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 垂垂垂等辐辐力配配
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最最光辐发峰: 9 mW/m^2

■      0 mW/m^2 [  1%]

■      0 mW/m^2 [  2%]

■      0 mW/m^2 [  5%]

■      1 mW/m^2 [ 10%]

■      2 mW/m^2 [ 20%]

■      3 mW/m^2 [ 30%]

测测灯灯 : Type C 测测测测 : 1.325 m C 平发 (°): 0.0-360.0:10.0 γ (°) : 0.0-180.0:1.0

测测测测 : Lisun LSG-1890B 环环环发 : 25.0°C 环环环发 : 65.0%

测测生生 : Lisun Instruments Limited

测测测 : JACK 核核测 : 
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 灯灯灯灯灯灯辐辐力灯

发发 平平光辐发 / 直直 /中中光辐发 [mW/m^2] 发面

1.0m 0.00 / 229.18m / 41251.07sq.m 8.67

3.281ft 0.000 / 751.896ft / 444022.875sq.ft 0.805fc

2.0m 0.00 / 458.36m / 165004.30sq.m 2.17

6.562ft 0.000 / 1503.792ft / 1776091.500sq.ft 0.201fc

4.0m 0.00 / 917m / 660017sq.m 0.54

13.123ft 0.000 / 3008ft / 7104366sq.ft 0.050fc

6.0m 0.00 / 1375m / 1485039sq.m 0.24

19.685ft 0.000 / 4511ft / 15984825sq.ft 0.022fc

8.0m 0.00 / 1833m / 2640069sq.m 0.14

26.247ft 0.000 / 6015ft / 28417464sq.ft 0.013fc

10.0m 0.00 / 2292m / 4125108sq.m 0.09

32.808ft 0.000 / 7519ft / 44402288sq.ft 0.008fc

光有半: 179° 光光光光辐辐: 54.75mW

测测灯灯 : Type C 测测测测 : 1.325 m C 平发 (°): 0.0-360.0:10.0 γ (°) : 0.0-180.0:1.0

测测测测 : Lisun LSG-1890B 环环环发 : 25.0°C 环环环发 : 65.0%

测测生生 : Lisun Instruments Limited

测测测 : JACK 核核测 : 
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 环环辐等区区

Gamma 平平光光峰发 环环光光光光 累面光光光光 环环光光光光 累面光光光光

° mW mW mW % %

0.0-1.0 8.7 0.0 0.0 0.01 0.01

1.0-2.0 8.7 0.0 0.0 0.04 0.05

2.0-3.0 8.7 0.0 0.1 0.07 0.12

3.0-4.0 8.7 0.1 0.1 0.10 0.22

4.0-5.0 8.7 0.1 0.2 0.12 0.34

5.0-6.0 8.6 0.1 0.3 0.15 0.49

6.0-7.0 8.6 0.1 0.4 0.18 0.67

7.0-8.0 8.6 0.1 0.5 0.20 0.87

8.0-9.0 8.6 0.1 0.7 0.23 1.11

9.0-10.0 8.6 0.2 0.8 0.26 1.36

10.0-11.0 8.6 0.2 1.0 0.28 1.65

11.0-12.0 8.6 0.2 1.2 0.31 1.96

12.0-13.0 8.6 0.2 1.4 0.34 2.30

13.0-14.0 8.6 0.2 1.6 0.36 2.66

14.0-15.0 8.6 0.2 1.8 0.39 3.05

15.0-16.0 8.5 0.3 2.1 0.41 3.46

16.0-17.0 8.5 0.3 2.4 0.44 3.90

17.0-18.0 8.5 0.3 2.6 0.46 4.36

18.0-19.0 8.5 0.3 2.9 0.49 4.85

19.0-20.0 8.5 0.3 3.2 0.51 5.36

20.0-21.0 8.4 0.3 3.6 0.54 5.90

21.0-22.0 8.4 0.3 3.9 0.56 6.46

22.0-23.0 8.4 0.4 4.3 0.58 7.04

23.0-24.0 8.4 0.4 4.6 0.61 7.65

24.0-25.0 8.3 0.4 5.0 0.63 8.27

25.0-26.0 8.3 0.4 5.4 0.65 8.92

26.0-27.0 8.3 0.4 5.8 0.67 9.59

27.0-28.0 8.3 0.4 6.2 0.69 10.28

28.0-29.0 8.2 0.4 6.6 0.71 11.00

29.0-30.0 8.2 0.4 7.1 0.73 11.73

30.0-31.0 8.2 0.5 7.5 0.75 12.48

31.0-32.0 8.1 0.5 8.0 0.77 13.25

32.0-33.0 8.1 0.5 8.5 0.79 14.03

33.0-34.0 8.0 0.5 9.0 0.81 14.84

34.0-35.0 8.0 0.5 9.5 0.82 15.66

35.0-36.0 8.0 0.5 10.0 0.84 16.50

36.0-37.0 7.9 0.5 10.5 0.86 17.36

37.0-38.0 7.9 0.5 11.0 0.87 18.23

38.0-39.0 7.8 0.5 11.6 0.89 19.11

39.0-40.0 7.8 0.5 12.1 0.90 20.01

测测灯灯 : Type C 测测测测 : 1.325 m C 平发 (°): 0.0-360.0:10.0 γ (°) : 0.0-180.0:1.0

测测测测 : Lisun LSG-1890B 环环环发 : 25.0°C 环环环发 : 65.0%

测测生生 : Lisun Instruments Limited

测测测 : JACK 核核测 : 
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 环环辐等区区

Gamma 平平光光峰发 环环光光光光 累面光光光光 环环光光光光 累面光光光光

° mW mW mW % %

40.0-41.0 7.8 0.6 12.7 0.91 20.93

41.0-42.0 7.7 0.6 13.2 0.93 21.85

42.0-43.0 7.7 0.6 13.8 0.94 22.79

43.0-44.0 7.6 0.6 14.4 0.95 23.74

44.0-45.0 7.6 0.6 14.9 0.96 24.70

45.0-46.0 7.5 0.6 15.5 0.97 25.67

46.0-47.0 7.5 0.6 16.1 0.98 26.66

47.0-48.0 7.4 0.6 16.7 0.99 27.65

48.0-49.0 7.4 0.6 17.3 1.00 28.65

49.0-50.0 7.3 0.6 17.9 1.01 29.65

50.0-51.0 7.2 0.6 18.5 1.01 30.67

51.0-52.0 7.2 0.6 19.2 1.02 31.69

52.0-53.0 7.1 0.6 19.8 1.03 32.71

53.0-54.0 7.1 0.6 20.4 1.03 33.75

54.0-55.0 7.0 0.6 21.0 1.04 34.78

55.0-56.0 7.0 0.6 21.7 1.04 35.82

56.0-57.0 6.9 0.6 22.3 1.04 36.87

57.0-58.0 6.8 0.6 22.9 1.05 37.92

58.0-59.0 6.8 0.6 23.6 1.05 38.97

59.0-60.0 6.7 0.6 24.2 1.05 40.02

60.0-61.0 6.7 0.6 24.8 1.05 41.07

61.0-62.0 6.6 0.6 25.5 1.05 42.12

62.0-63.0 6.6 0.6 26.1 1.05 43.18

63.0-64.0 6.5 0.6 26.7 1.05 44.23

64.0-65.0 6.4 0.6 27.4 1.05 45.28

65.0-66.0 6.4 0.6 28.0 1.05 46.34

66.0-67.0 6.3 0.6 28.7 1.05 47.39

67.0-68.0 6.3 0.6 29.3 1.05 48.43

68.0-69.0 6.2 0.6 29.9 1.05 49.48

69.0-70.0 6.1 0.6 30.6 1.04 50.52

70.0-71.0 6.1 0.6 31.2 1.04 51.56

71.0-72.0 6.0 0.6 31.8 1.04 52.60

72.0-73.0 6.0 0.6 32.4 1.03 53.63

73.0-74.0 5.9 0.6 33.1 1.03 54.66

74.0-75.0 5.9 0.6 33.7 1.02 55.68

75.0-76.0 5.8 0.6 34.3 1.02 56.70

76.0-77.0 5.8 0.6 34.9 1.01 57.72

77.0-78.0 5.7 0.6 35.5 1.01 58.73

78.0-79.0 5.7 0.6 36.1 1.01 59.73

79.0-80.0 5.6 0.6 36.7 1.00 60.73

测测灯灯 : Type C 测测测测 : 1.325 m C 平发 (°): 0.0-360.0:10.0 γ (°) : 0.0-180.0:1.0

测测测测 : Lisun LSG-1890B 环环环发 : 25.0°C 环环环发 : 65.0%

测测生生 : Lisun Instruments Limited

测测测 : JACK 核核测 : 
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 环环辐等区区

Gamma 平平光光峰发 环环光光光光 累面光光光光 环环光光光光 累面光光光光

° mW mW mW % %

80.0-81.0 5.6 0.6 37.3 1.00 61.73

81.0-82.0 5.5 0.6 37.9 0.99 62.72

82.0-83.0 5.5 0.6 38.5 0.99 63.71

83.0-84.0 5.5 0.6 39.1 0.98 64.69

84.0-85.0 5.4 0.6 39.7 0.98 65.67

85.0-86.0 5.4 0.6 40.3 0.98 66.65

86.0-87.0 5.4 0.6 40.9 0.97 67.62

87.0-88.0 5.4 0.6 41.5 0.97 68.59

88.0-89.0 5.3 0.6 42.1 0.97 69.56

89.0-90.0 5.3 0.6 42.6 0.97 70.53

90.0-91.0 5.3 0.6 43.2 0.95 71.48

91.0-92.0 5.0 0.6 43.8 0.91 72.39

92.0-93.0 4.6 0.5 44.3 0.84 73.23

93.0-94.0 4.3 0.5 44.8 0.78 74.01

94.0-95.0 4.1 0.5 45.2 0.75 74.76

95.0-96.0 4.1 0.4 45.7 0.73 75.49

96.0-97.0 4.0 0.4 46.1 0.73 76.22

97.0-98.0 4.0 0.4 46.5 0.72 76.94

98.0-99.0 4.0 0.4 47.0 0.72 77.66

99.0-100.0 4.0 0.4 47.4 0.71 78.37

100.0-101.0 4.0 0.4 47.8 0.71 79.08

101.0-102.0 4.0 0.4 48.3 0.71 79.79

102.0-103.0 4.0 0.4 48.7 0.70 80.50

103.0-104.0 4.0 0.4 49.1 0.70 81.20

104.0-105.0 4.0 0.4 49.5 0.70 81.89

105.0-106.0 4.0 0.4 49.9 0.69 82.58

106.0-107.0 3.9 0.4 50.4 0.69 83.27

107.0-108.0 3.9 0.4 50.8 0.68 83.95

108.0-109.0 4.0 0.4 51.2 0.68 84.63

109.0-110.0 4.0 0.4 51.6 0.68 85.31

110.0-111.0 4.0 0.4 52.0 0.68 85.99

111.0-112.0 4.0 0.4 52.4 0.67 86.66

112.0-113.0 3.9 0.4 52.8 0.66 87.32

113.0-114.0 3.9 0.4 53.2 0.65 87.97

114.0-115.0 3.8 0.4 53.6 0.64 88.60

115.0-116.0 3.8 0.4 54.0 0.62 89.22

116.0-117.0 3.7 0.4 54.3 0.60 89.82

117.0-118.0 3.6 0.3 54.7 0.58 90.40

118.0-119.0 3.4 0.3 55.0 0.55 90.95

119.0-120.0 3.3 0.3 55.3 0.53 91.48

测测灯灯 : Type C 测测测测 : 1.325 m C 平发 (°): 0.0-360.0:10.0 γ (°) : 0.0-180.0:1.0

测测测测 : Lisun LSG-1890B 环环环发 : 25.0°C 环环环发 : 65.0%

测测生生 : Lisun Instruments Limited

测测测 : JACK 核核测 : 
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 环环辐等区区

Gamma 平平光光峰发 环环光光光光 累面光光光光 环环光光光光 累面光光光光

° mW mW mW % %

120.0-121.0 3.3 0.3 55.6 0.51 91.99

121.0-122.0 3.2 0.3 55.9 0.50 92.49

122.0-123.0 3.1 0.3 56.2 0.48 92.97

123.0-124.0 3.1 0.3 56.5 0.46 93.43

124.0-125.0 3.0 0.3 56.8 0.45 93.88

125.0-126.0 2.9 0.3 57.0 0.43 94.31

126.0-127.0 2.8 0.2 57.3 0.41 94.71

127.0-128.0 2.7 0.2 57.5 0.39 95.10

128.0-129.0 2.6 0.2 57.7 0.37 95.47

129.0-130.0 2.5 0.2 57.9 0.35 95.82

130.0-131.0 2.5 0.2 58.1 0.34 96.16

131.0-132.0 2.4 0.2 58.3 0.32 96.48

132.0-133.0 2.3 0.2 58.5 0.31 96.79

133.0-134.0 2.2 0.2 58.7 0.29 97.08

134.0-135.0 2.1 0.2 58.9 0.28 97.36

135.0-136.0 2.1 0.2 59.0 0.26 97.62

136.0-137.0 2.0 0.1 59.2 0.25 97.87

137.0-138.0 1.9 0.1 59.3 0.23 98.10

138.0-139.0 1.8 0.1 59.5 0.22 98.31

139.0-140.0 1.7 0.1 59.6 0.20 98.51

140.0-141.0 1.6 0.1 59.7 0.18 98.69

141.0-142.0 1.5 0.1 59.8 0.17 98.86

142.0-143.0 1.4 0.1 59.9 0.15 99.01

143.0-144.0 1.3 0.1 60.0 0.13 99.14

144.0-145.0 1.1 0.1 60.0 0.12 99.27

145.0-146.0 1.0 0.1 60.1 0.11 99.37

146.0-147.0 0.9 0.1 60.1 0.09 99.47

147.0-148.0 0.9 0.1 60.2 0.08 99.55

148.0-149.0 0.8 0.0 60.2 0.07 99.62

149.0-150.0 0.7 0.0 60.3 0.06 99.69

150.0-151.0 0.6 0.0 60.3 0.05 99.74

151.0-152.0 0.5 0.0 60.3 0.05 99.79

152.0-153.0 0.5 0.0 60.4 0.04 99.83

153.0-154.0 0.4 0.0 60.4 0.03 99.86

154.0-155.0 0.4 0.0 60.4 0.03 99.89

155.0-156.0 0.3 0.0 60.4 0.02 99.91

156.0-157.0 0.3 0.0 60.4 0.02 99.93

157.0-158.0 0.2 0.0 60.4 0.02 99.95

158.0-159.0 0.2 0.0 60.4 0.01 99.96

159.0-160.0 0.2 0.0 60.5 0.01 99.97

测测灯灯 : Type C 测测测测 : 1.325 m C 平发 (°): 0.0-360.0:10.0 γ (°) : 0.0-180.0:1.0

测测测测 : Lisun LSG-1890B 环环环发 : 25.0°C 环环环发 : 65.0%

测测生生 : Lisun Instruments Limited

测测测 : JACK 核核测 : 
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 环环辐等区区

Gamma 平平光光峰发 环环光光光光 累面光光光光 环环光光光光 累面光光光光

° mW mW mW % %

160.0-161.0 0.1 0.0 60.5 0.01 99.98

161.0-162.0 0.1 0.0 60.5 0.01 99.99

162.0-163.0 0.1 0.0 60.5 0.00 99.99

163.0-164.0 0.1 0.0 60.5 0.00 99.99

164.0-165.0 0.1 0.0 60.5 0.00 100.00

165.0-166.0 0.0 0.0 60.5 0.00 100.00

166.0-167.0 0.0 0.0 60.5 0.00 100.00

167.0-168.0 0.0 0.0 60.5 0.00 100.00

168.0-169.0 0.0 0.0 60.5 0.00 100.00

169.0-170.0 0.0 0.0 60.5 0.00 100.00

170.0-171.0 0.0 0.0 60.5 0.00 100.00

171.0-172.0 0.0 0.0 60.5 0.00 100.00

172.0-173.0 0.0 0.0 60.5 0.00 100.00

173.0-174.0 0.0 0.0 60.5 0.00 100.00

174.0-175.0 0.0 0.0 60.5 0.00 100.00

175.0-176.0 0.0 0.0 60.5 0.00 100.00

176.0-177.0 0.0 0.0 60.5 0.00 100.00

177.0-178.0 0.0 0.0 60.5 0.00 100.00

178.0-179.0 0.0 0.0 60.5 0.00 100.00

179.0-180.0 0.0 0.0 60.5 0.00 100.00

测测灯灯 : Type C 测测测测 : 1.325 m C 平发 (°): 0.0-360.0:10.0 γ (°) : 0.0-180.0:1.0

测测测测 : Lisun LSG-1890B 环环环发 : 25.0°C 环环环发 : 65.0%

测测生生 : Lisun Instruments Limited

测测测 : JACK 核核测 : 
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 力力力光光

G\C C0.0 C10.0 C20.0 C30.0 C40.0 C50.0 C60.0 C70.0

G0.0 8.7 8.7 8.7 8.7 8.7 8.7 8.7 8.7

G1.0 8.7 8.6 8.6 8.7 8.7 8.7 8.7 8.7

G2.0 8.7 8.7 8.6 8.7 8.7 8.7 8.7 8.7

G3.0 8.7 8.7 8.6 8.7 8.7 8.7 8.7 8.6

G4.0 8.7 8.7 8.6 8.7 8.7 8.7 8.7 8.7

G5.0 8.7 8.7 8.7 8.7 8.7 8.7 8.7 8.6

G6.0 8.7 8.7 8.7 8.7 8.7 8.6 8.6 8.6

G7.0 8.7 8.7 8.7 8.7 8.7 8.7 8.6 8.6

G8.0 8.7 8.7 8.7 8.7 8.7 8.7 8.6 8.6

G9.0 8.7 8.7 8.7 8.7 8.7 8.6 8.6 8.6

G10.0 8.7 8.7 8.7 8.7 8.6 8.6 8.6 8.6

G11.0 8.7 8.7 8.7 8.7 8.7 8.6 8.6 8.5

G12.0 8.7 8.7 8.7 8.7 8.6 8.6 8.6 8.5

G13.0 8.8 8.7 8.7 8.7 8.6 8.6 8.5 8.5

G14.0 8.7 8.7 8.7 8.7 8.6 8.6 8.5 8.5

G15.0 8.8 8.7 8.7 8.7 8.6 8.6 8.5 8.5

G16.0 8.8 8.7 8.7 8.7 8.6 8.5 8.5 8.4

G17.0 8.8 8.7 8.7 8.7 8.6 8.5 8.4 8.4

G18.0 8.8 8.7 8.7 8.7 8.6 8.5 8.4 8.3

G19.0 8.8 8.7 8.7 8.7 8.6 8.5 8.4 8.3

G20.0 8.8 8.7 8.7 8.6 8.6 8.4 8.3 8.3

G21.0 8.8 8.7 8.7 8.6 8.5 8.4 8.3 8.2

G22.0 8.8 8.7 8.7 8.6 8.5 8.4 8.3 8.2

G23.0 8.8 8.7 8.7 8.6 8.5 8.4 8.2 8.1

G24.0 8.8 8.7 8.7 8.6 8.5 8.3 8.2 8.1

G25.0 8.8 8.7 8.7 8.6 8.5 8.3 8.1 8.0

G26.0 8.9 8.8 8.7 8.6 8.4 8.3 8.1 7.9

G27.0 8.9 8.8 8.7 8.6 8.4 8.2 8.1 7.9

G28.0 8.9 8.8 8.7 8.6 8.4 8.2 8.0 7.8

G29.0 8.9 8.7 8.7 8.6 8.4 8.2 8.0 7.8

G30.0 8.9 8.8 8.7 8.6 8.4 8.1 7.9 7.7

G31.0 8.9 8.8 8.7 8.5 8.4 8.1 7.8 7.6

G32.0 8.9 8.8 8.7 8.5 8.3 8.0 7.8 7.5

G33.0 8.9 8.8 8.7 8.5 8.3 8.0 7.7 7.5

G34.0 8.9 8.8 8.7 8.5 8.2 8.0 7.7 7.4

G35.0 8.9 8.8 8.7 8.5 8.2 7.9 7.6 7.3

G36.0 8.9 8.8 8.7 8.5 8.2 7.9 7.5 7.3

G37.0 8.9 8.8 8.7 8.5 8.2 7.8 7.5 7.2

G38.0 8.9 8.8 8.7 8.5 8.1 7.8 7.4 7.1

G39.0 8.9 8.8 8.7 8.4 8.1 7.7 7.4 7.0

生生: mW

测测灯灯 : Type C 测测测测 : 1.325 m C 平发 (°): 0.0-360.0:10.0 γ (°) : 0.0-180.0:1.0

测测测测 : Lisun LSG-1890B 环环环发 : 25.0°C 环环环发 : 65.0%

测测生生 : Lisun Instruments Limited

测测测 : JACK 核核测 : 
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 力力力光光

G\C C0.0 C10.0 C20.0 C30.0 C40.0 C50.0 C60.0 C70.0

G40.0 8.9 8.8 8.7 8.4 8.1 7.7 7.3 6.9

G41.0 8.9 8.8 8.7 8.4 8.0 7.6 7.2 6.8

G42.0 8.9 8.8 8.7 8.4 8.0 7.6 7.1 6.7

G43.0 8.9 8.8 8.7 8.4 8.0 7.5 7.1 6.7

G44.0 8.9 8.8 8.7 8.4 7.9 7.5 7.0 6.6

G45.0 8.9 8.8 8.6 8.3 7.9 7.4 6.9 6.5

G46.0 8.9 8.8 8.6 8.3 7.9 7.4 6.9 6.4

G47.0 8.9 8.8 8.6 8.3 7.8 7.3 6.8 6.3

G48.0 8.9 8.7 8.6 8.3 7.8 7.3 6.7 6.2

G49.0 8.9 8.8 8.6 8.3 7.8 7.2 6.6 6.1

G50.0 8.9 8.8 8.6 8.2 7.7 7.1 6.5 6.0

G51.0 8.9 8.8 8.6 8.2 7.7 7.1 6.5 5.8

G52.0 8.9 8.7 8.6 8.2 7.7 7.0 6.4 5.7

G53.0 8.9 8.7 8.6 8.2 7.6 7.0 6.3 5.6

G54.0 8.9 8.7 8.6 8.2 7.6 6.9 6.2 5.5

G55.0 8.9 8.7 8.6 8.1 7.5 6.8 6.1 5.4

G56.0 8.9 8.7 8.5 8.1 7.5 6.8 6.0 5.3

G57.0 8.9 8.7 8.5 8.1 7.5 6.7 6.0 5.2

G58.0 8.9 8.7 8.5 8.1 7.4 6.7 5.9 5.1

G59.0 8.9 8.7 8.5 8.1 7.4 6.6 5.8 5.0

G60.0 9.0 8.7 8.5 8.0 7.3 6.5 5.7 4.9

G61.0 9.0 8.7 8.5 8.0 7.3 6.5 5.6 4.7

G62.0 9.0 8.7 8.5 8.0 7.3 6.4 5.5 4.6

G63.0 9.0 8.7 8.5 8.0 7.2 6.3 5.4 4.5

G64.0 9.0 8.7 8.5 7.9 7.2 6.3 5.4 4.4

G65.0 8.9 8.7 8.5 7.9 7.1 6.2 5.3 4.3

G66.0 9.0 8.7 8.5 7.9 7.1 6.2 5.2 4.2

G67.0 9.0 8.7 8.4 7.9 7.1 6.1 5.1 4.0

G68.0 9.0 8.7 8.4 7.9 7.1 6.1 5.0 3.9

G69.0 8.9 8.7 8.4 7.9 7.0 6.0 4.9 3.8

G70.0 8.9 8.7 8.4 7.8 7.0 6.0 4.8 3.7

G71.0 8.9 8.7 8.4 7.8 7.0 5.9 4.8 3.6

G72.0 8.9 8.7 8.4 7.8 6.9 5.9 4.7 3.5

G73.0 8.9 8.7 8.4 7.8 6.9 5.8 4.6 3.4

G74.0 8.9 8.7 8.4 7.8 6.9 5.8 4.5 3.3

G75.0 8.9 8.7 8.4 7.7 6.8 5.7 4.5 3.2

G76.0 8.9 8.7 8.4 7.7 6.8 5.7 4.4 3.0

G77.0 8.9 8.6 8.4 7.7 6.8 5.6 4.3 2.9

G78.0 8.9 8.6 8.3 7.7 6.8 5.6 4.3 2.8

G79.0 8.9 8.6 8.3 7.7 6.8 5.6 4.2 2.8

生生: mW

测测灯灯 : Type C 测测测测 : 1.325 m C 平发 (°): 0.0-360.0:10.0 γ (°) : 0.0-180.0:1.0

测测测测 : Lisun LSG-1890B 环环环发 : 25.0°C 环环环发 : 65.0%

测测生生 : Lisun Instruments Limited

测测测 : JACK 核核测 : 
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 力力力光光

G\C C0.0 C10.0 C20.0 C30.0 C40.0 C50.0 C60.0 C70.0

G80.0 8.9 8.6 8.3 7.7 6.7 5.5 4.2 2.7

G81.0 8.9 8.6 8.3 7.7 6.7 5.5 4.1 2.6

G82.0 8.9 8.6 8.3 7.6 6.7 5.5 4.1 2.5

G83.0 8.9 8.6 8.3 7.7 6.7 5.4 4.0 2.5

G84.0 8.9 8.6 8.3 7.6 6.6 5.4 4.0 2.4

G85.0 8.9 8.6 8.3 7.6 6.6 5.4 3.9 2.3

G86.0 8.9 8.6 8.3 7.6 6.6 5.4 3.9 2.3

G87.0 8.9 8.6 8.3 7.6 6.6 5.3 3.9 2.2

G88.0 8.8 8.6 8.3 7.6 6.6 5.3 3.9 2.2

G89.0 8.9 8.6 8.3 7.6 6.6 5.3 3.8 2.2

G90.0 8.8 8.6 8.3 7.6 6.6 5.3 3.8 2.2

G91.0 8.6 8.4 8.1 7.5 6.5 5.2 3.7 2.0

G92.0 7.9 7.7 7.6 7.3 6.5 5.1 3.5 1.6

G93.0 6.9 6.7 6.7 7.1 6.4 4.9 3.1 1.0

G94.0 6.2 6.0 6.2 6.9 6.3 4.6 2.7 0.6

G95.0 5.9 5.8 6.1 6.9 6.2 4.4 2.3 0.4

G96.0 5.9 5.8 6.1 6.9 6.1 4.2 2.1 0.3

G97.0 5.9 5.8 6.1 6.9 6.0 4.0 2.0 0.2

G98.0 5.9 5.8 6.1 6.9 5.9 4.0 2.0 0.2

G99.0 5.9 5.8 6.1 6.9 5.9 3.9 1.9 0.2

G100.0 5.9 5.8 6.0 6.8 5.9 3.9 1.9 0.1

G101.0 5.8 5.7 6.0 6.8 5.9 3.9 1.9 0.1

G102.0 5.8 5.7 6.0 6.8 5.8 3.8 1.8 0.2

G103.0 5.8 5.7 6.0 6.7 5.8 3.8 1.8 0.2

G104.0 5.8 5.7 5.9 6.7 5.7 3.8 1.8 0.2

G105.0 5.7 5.6 5.9 6.6 5.7 3.7 1.8 0.3

G106.0 5.7 5.6 5.9 6.6 5.6 3.7 1.8 0.3

G107.0 5.6 5.5 5.8 6.5 5.6 3.6 1.8 0.3

G108.0 5.6 5.5 5.8 6.5 5.5 3.6 1.8 0.3

G109.0 5.6 5.5 5.9 6.4 5.4 3.5 1.8 0.3

G110.0 5.7 5.6 6.0 6.4 5.4 3.5 1.7 0.3

G111.0 5.9 5.8 6.0 6.3 5.3 3.4 1.7 0.4

G112.0 6.0 5.8 6.0 6.2 5.2 3.4 1.7 0.4

G113.0 5.9 5.8 5.9 6.1 5.1 3.4 1.7 0.4

G114.0 5.9 5.7 5.8 6.0 5.1 3.3 1.6 0.4

G115.0 5.8 5.6 5.8 5.9 5.0 3.3 1.6 0.4

G116.0 5.7 5.5 5.7 5.8 4.9 3.2 1.6 0.4

G117.0 5.3 5.2 5.6 5.7 4.8 3.1 1.5 0.4

G118.0 4.2 4.9 5.6 5.6 4.7 3.1 1.5 0.4

G119.0 3.8 4.6 5.5 5.5 4.6 3.0 1.4 0.3

生生: mW

测测灯灯 : Type C 测测测测 : 1.325 m C 平发 (°): 0.0-360.0:10.0 γ (°) : 0.0-180.0:1.0

测测测测 : Lisun LSG-1890B 环环环发 : 25.0°C 环环环发 : 65.0%

测测生生 : Lisun Instruments Limited

测测测 : JACK 核核测 : 
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 力力力光光

G\C C0.0 C10.0 C20.0 C30.0 C40.0 C50.0 C60.0 C70.0

G120.0 3.7 4.3 5.4 5.4 4.5 2.9 1.4 0.3

G121.0 3.7 4.2 5.3 5.3 4.4 2.9 1.3 0.3

G122.0 3.7 4.2 5.2 5.1 4.3 2.8 1.3 0.2

G123.0 3.7 4.1 5.1 5.0 4.2 2.7 1.2 0.2

G124.0 3.5 4.0 4.9 4.9 4.1 2.6 1.2 0.2

G125.0 3.4 3.9 4.8 4.8 4.0 2.5 1.1 0.2

G126.0 3.3 3.7 4.7 4.6 3.8 2.4 1.0 0.1

G127.0 3.2 3.4 4.5 4.5 3.7 2.3 0.9 0.1

G128.0 2.9 3.2 4.3 4.4 3.6 2.2 0.9 0.0

G129.0 2.5 3.1 4.1 4.2 3.4 2.0 0.8 0.0

G130.0 2.7 2.9 3.9 4.0 3.3 1.9 0.7 0.0

G131.0 3.2 2.8 3.7 3.9 3.1 1.8 0.6 0.0

G132.0 3.1 2.7 3.4 3.7 2.9 1.6 0.5 0.0

G133.0 3.0 2.6 3.3 3.6 2.8 1.5 0.5 0.0

G134.0 2.9 2.5 3.1 3.4 2.6 1.4 0.4 0.0

G135.0 2.8 2.5 3.0 3.2 2.4 1.2 0.3 0.0

G136.0 2.7 2.4 2.8 3.0 2.2 1.1 0.3 0.0

G137.0 2.6 2.3 2.7 2.9 2.0 1.0 0.2 0.0

G138.0 2.5 2.2 2.6 2.7 1.8 0.9 0.2 0.0

G139.0 2.4 2.1 2.4 2.4 1.7 0.8 0.1 0.0

G140.0 2.2 2.0 2.3 2.2 1.5 0.7 0.1 0.0

G141.0 2.1 1.9 2.1 2.0 1.3 0.6 0.0 0.0

G142.0 2.0 1.8 1.9 1.7 1.2 0.5 0.0 0.0

G143.0 1.8 1.7 1.7 1.5 1.0 0.4 0.0 0.0

G144.0 1.7 1.5 1.4 1.3 0.9 0.3 0.0 0.0

G145.0 1.5 1.4 1.3 1.1 0.7 0.2 0.0 0.0

G146.0 1.4 1.2 1.1 1.0 0.6 0.2 0.0 0.0

G147.0 1.2 1.1 1.0 0.8 0.5 0.1 0.0 0.0

G148.0 1.1 1.0 0.8 0.7 0.4 0.1 0.0 0.0

G149.0 0.9 0.8 0.7 0.6 0.3 0.0 0.0 0.0

G150.0 0.8 0.7 0.6 0.4 0.2 0.0 0.0 0.0

G151.0 0.7 0.6 0.5 0.4 0.2 0.0 0.0 0.0

G152.0 0.6 0.5 0.4 0.3 0.1 0.0 0.0 0.0

G153.0 0.5 0.4 0.3 0.2 0.0 0.0 0.0 0.0

G154.0 0.4 0.3 0.2 0.1 0.0 0.0 0.0 0.0

G155.0 0.3 0.3 0.2 0.0 0.0 0.0 0.0 0.0

G156.0 0.2 0.2 0.1 0.0 0.0 0.0 0.0 0.0

G157.0 0.2 0.1 0.0 0.0 0.0 0.0 0.0 0.0

G158.0 0.1 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G159.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

生生: mW

测测灯灯 : Type C 测测测测 : 1.325 m C 平发 (°): 0.0-360.0:10.0 γ (°) : 0.0-180.0:1.0

测测测测 : Lisun LSG-1890B 环环环发 : 25.0°C 环环环发 : 65.0%

测测生生 : Lisun Instruments Limited

测测测 : JACK 核核测 : 
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 力力力光光

G\C C0.0 C10.0 C20.0 C30.0 C40.0 C50.0 C60.0 C70.0

G160.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G161.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G162.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G163.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G164.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G165.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G166.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G167.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G168.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G169.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G170.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G171.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G172.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G173.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G174.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G175.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G176.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G177.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G178.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G179.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G180.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

生生: mW

测测灯灯 : Type C 测测测测 : 1.325 m C 平发 (°): 0.0-360.0:10.0 γ (°) : 0.0-180.0:1.0

测测测测 : Lisun LSG-1890B 环环环发 : 25.0°C 环环环发 : 65.0%

测测生生 : Lisun Instruments Limited

测测测 : JACK 核核测 : 
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 力力力光光

G\C C80.0 C90.0 C100.0 C110.0 C120.0 C130.0 C140.0 C150.0

G0.0 8.7 8.7 8.7 8.7 8.7 8.7 8.7 8.7

G1.0 8.7 8.7 8.7 8.7 8.7 8.7 8.7 8.7

G2.0 8.7 8.7 8.7 8.7 8.7 8.7 8.7 8.7

G3.0 8.6 8.7 8.7 8.7 8.7 8.6 8.7 8.7

G4.0 8.7 8.7 8.7 8.7 8.7 8.6 8.7 8.7

G5.0 8.6 8.7 8.6 8.6 8.7 8.6 8.6 8.7

G6.0 8.6 8.6 8.6 8.6 8.6 8.6 8.6 8.7

G7.0 8.6 8.6 8.6 8.6 8.6 8.6 8.6 8.6

G8.0 8.6 8.6 8.6 8.6 8.6 8.6 8.6 8.6

G9.0 8.6 8.6 8.6 8.6 8.6 8.6 8.6 8.6

G10.0 8.6 8.5 8.6 8.6 8.6 8.6 8.6 8.6

G11.0 8.5 8.5 8.5 8.5 8.6 8.6 8.6 8.6

G12.0 8.5 8.5 8.5 8.5 8.6 8.6 8.6 8.6

G13.0 8.5 8.5 8.5 8.5 8.5 8.5 8.6 8.6

G14.0 8.5 8.4 8.4 8.5 8.5 8.5 8.6 8.6

G15.0 8.4 8.4 8.4 8.4 8.5 8.5 8.5 8.6

G16.0 8.4 8.4 8.4 8.4 8.5 8.5 8.6 8.6

G17.0 8.3 8.3 8.3 8.3 8.4 8.5 8.5 8.6

G18.0 8.3 8.3 8.3 8.3 8.4 8.4 8.5 8.6

G19.0 8.3 8.2 8.2 8.3 8.4 8.4 8.5 8.6

G20.0 8.2 8.2 8.2 8.2 8.3 8.4 8.5 8.6

G21.0 8.2 8.1 8.1 8.2 8.3 8.4 8.5 8.6

G22.0 8.1 8.1 8.1 8.2 8.3 8.4 8.5 8.6

G23.0 8.1 8.0 8.0 8.1 8.2 8.3 8.5 8.6

G24.0 8.0 8.0 8.0 8.0 8.2 8.3 8.4 8.6

G25.0 7.9 7.9 7.9 8.0 8.1 8.3 8.4 8.6

G26.0 7.9 7.8 7.9 7.9 8.1 8.2 8.4 8.6

G27.0 7.8 7.7 7.8 7.9 8.1 8.2 8.4 8.6

G28.0 7.7 7.7 7.7 7.8 8.0 8.2 8.4 8.5

G29.0 7.7 7.6 7.6 7.7 8.0 8.1 8.3 8.5

G30.0 7.6 7.5 7.6 7.7 7.9 8.1 8.3 8.5

G31.0 7.5 7.5 7.5 7.6 7.9 8.1 8.3 8.5

G32.0 7.4 7.4 7.4 7.6 7.8 8.0 8.3 8.5

G33.0 7.3 7.3 7.3 7.5 7.8 8.0 8.3 8.5

G34.0 7.3 7.2 7.3 7.4 7.7 7.9 8.2 8.5

G35.0 7.2 7.1 7.2 7.4 7.7 7.9 8.2 8.5

G36.0 7.1 7.0 7.1 7.3 7.6 7.9 8.2 8.5

G37.0 7.0 6.9 7.0 7.2 7.5 7.8 8.1 8.5

G38.0 6.9 6.8 6.9 7.1 7.5 7.8 8.1 8.4

G39.0 6.8 6.7 6.8 7.0 7.4 7.7 8.1 8.4

生生: mW

测测灯灯 : Type C 测测测测 : 1.325 m C 平发 (°): 0.0-360.0:10.0 γ (°) : 0.0-180.0:1.0

测测测测 : Lisun LSG-1890B 环环环发 : 25.0°C 环环环发 : 65.0%

测测生生 : Lisun Instruments Limited

测测测 : JACK 核核测 : 
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 力力力光光

G\C C80.0 C90.0 C100.0 C110.0 C120.0 C130.0 C140.0 C150.0

G40.0 6.7 6.6 6.7 7.0 7.3 7.7 8.1 8.4

G41.0 6.6 6.5 6.6 6.9 7.3 7.6 8.0 8.4

G42.0 6.5 6.4 6.5 6.8 7.2 7.6 8.0 8.4

G43.0 6.4 6.3 6.4 6.7 7.1 7.5 8.0 8.4

G44.0 6.3 6.2 6.3 6.6 7.1 7.5 7.9 8.4

G45.0 6.2 6.1 6.2 6.5 7.0 7.4 7.9 8.4

G46.0 6.1 5.9 6.0 6.4 6.9 7.4 7.9 8.3

G47.0 5.9 5.8 5.9 6.3 6.9 7.4 7.9 8.3

G48.0 5.8 5.7 5.8 6.2 6.8 7.3 7.8 8.3

G49.0 5.7 5.5 5.7 6.1 6.7 7.2 7.8 8.3

G50.0 5.6 5.4 5.6 6.0 6.6 7.2 7.8 8.3

G51.0 5.4 5.3 5.5 5.9 6.5 7.1 7.7 8.3

G52.0 5.3 5.2 5.3 5.8 6.5 7.1 7.7 8.2

G53.0 5.2 5.0 5.2 5.7 6.4 7.0 7.7 8.2

G54.0 5.0 4.9 5.1 5.6 6.3 7.0 7.6 8.2

G55.0 4.9 4.7 5.0 5.5 6.3 6.9 7.6 8.2

G56.0 4.8 4.6 4.8 5.4 6.2 6.9 7.6 8.2

G57.0 4.6 4.4 4.7 5.3 6.1 6.8 7.5 8.1

G58.0 4.5 4.3 4.5 5.2 6.0 6.8 7.5 8.1

G59.0 4.4 4.1 4.4 5.1 5.9 6.7 7.5 8.1

G60.0 4.2 3.9 4.3 5.0 5.8 6.7 7.4 8.1

G61.0 4.1 3.8 4.1 4.9 5.8 6.6 7.4 8.1

G62.0 3.9 3.6 4.0 4.8 5.7 6.6 7.4 8.0

G63.0 3.8 3.5 3.8 4.6 5.6 6.5 7.3 8.0

G64.0 3.6 3.3 3.7 4.5 5.5 6.5 7.3 8.0

G65.0 3.5 3.2 3.6 4.4 5.5 6.4 7.3 8.0

G66.0 3.3 3.0 3.4 4.3 5.4 6.4 7.2 8.0

G67.0 3.2 2.8 3.3 4.2 5.3 6.3 7.2 8.0

G68.0 3.0 2.7 3.1 4.1 5.2 6.3 7.2 7.9

G69.0 2.9 2.5 3.0 4.0 5.2 6.2 7.2 7.9

G70.0 2.8 2.3 2.8 3.9 5.1 6.2 7.1 7.9

G71.0 2.6 2.2 2.7 3.8 5.0 6.1 7.1 7.9

G72.0 2.5 2.0 2.6 3.7 4.9 6.1 7.1 7.9

G73.0 2.3 1.8 2.5 3.6 4.9 6.0 7.0 7.9

G74.0 2.2 1.7 2.3 3.5 4.8 6.0 7.0 7.8

G75.0 2.0 1.5 2.2 3.4 4.7 5.9 7.0 7.8

G76.0 1.9 1.3 2.0 3.3 4.7 5.9 7.0 7.8

G77.0 1.8 1.2 1.9 3.2 4.6 5.9 6.9 7.8

G78.0 1.6 1.0 1.8 3.1 4.6 5.8 6.9 7.8

G79.0 1.5 0.9 1.7 3.0 4.5 5.8 6.9 7.8

生生: mW

测测灯灯 : Type C 测测测测 : 1.325 m C 平发 (°): 0.0-360.0:10.0 γ (°) : 0.0-180.0:1.0

测测测测 : Lisun LSG-1890B 环环环发 : 25.0°C 环环环发 : 65.0%

测测生生 : Lisun Instruments Limited

测测测 : JACK 核核测 : 
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 力力力光光

G\C C80.0 C90.0 C100.0 C110.0 C120.0 C130.0 C140.0 C150.0

G80.0 1.4 0.7 1.6 3.0 4.5 5.8 6.9 7.8

G81.0 1.2 0.6 1.5 2.9 4.4 5.7 6.9 7.7

G82.0 1.1 0.5 1.4 2.8 4.4 5.7 6.9 7.7

G83.0 1.0 0.4 1.3 2.8 4.3 5.7 6.8 7.7

G84.0 0.9 0.3 1.2 2.7 4.3 5.7 6.8 7.7

G85.0 0.8 0.2 1.1 2.7 4.3 5.6 6.8 7.7

G86.0 0.8 0.1 1.0 2.6 4.2 5.6 6.8 7.7

G87.0 0.7 0.0 1.0 2.6 4.2 5.6 6.8 7.7

G88.0 0.6 0.0 0.9 2.5 4.2 5.6 6.8 7.7

G89.0 0.6 0.0 0.9 2.5 4.2 5.6 6.8 7.7

G90.0 0.6 0.0 0.9 2.5 4.1 5.6 6.7 7.7

G91.0 0.5 0.0 0.8 2.4 4.1 5.5 6.7 7.6

G92.0 0.4 0.0 0.6 2.1 3.9 5.4 6.7 7.3

G93.0 0.2 0.0 0.4 1.8 3.7 5.3 6.7 7.0

G94.0 0.1 0.0 0.2 1.4 3.4 5.2 6.6 6.7

G95.0 0.0 0.0 0.1 1.1 3.2 5.1 6.6 6.7

G96.0 0.0 0.0 0.0 1.0 3.0 4.9 6.6 6.7

G97.0 0.0 0.0 0.0 1.0 2.9 4.9 6.6 6.7

G98.0 0.0 0.0 0.0 0.9 2.9 4.8 6.5 6.7

G99.0 0.0 0.0 0.0 0.9 2.9 4.8 6.5 6.7

G100.0 0.0 0.0 0.0 0.9 2.9 4.8 6.5 6.7

G101.0 0.0 0.0 0.0 0.9 2.9 4.8 6.5 6.7

G102.0 0.0 0.0 0.0 0.9 2.9 4.8 6.5 6.7

G103.0 0.0 0.0 0.0 1.0 2.9 4.8 6.6 6.7

G104.0 0.0 0.0 0.0 1.0 2.9 4.9 6.6 6.7

G105.0 0.0 0.0 0.0 1.0 2.9 4.9 6.6 6.7

G106.0 0.0 0.0 0.0 1.1 2.9 4.9 6.6 6.7

G107.0 0.0 0.0 0.1 1.1 2.9 4.9 6.6 6.8

G108.0 0.0 0.0 0.1 1.1 2.9 4.9 6.6 6.9

G109.0 0.0 0.0 0.2 1.2 3.0 4.8 6.6 7.0

G110.0 0.0 0.0 0.2 1.2 3.0 4.8 6.5 7.0

G111.0 0.0 0.0 0.2 1.2 3.0 4.8 6.5 6.9

G112.0 0.0 0.0 0.2 1.2 3.0 4.8 6.5 6.9

G113.0 0.0 0.0 0.2 1.2 3.0 4.8 6.5 6.9

G114.0 0.0 0.0 0.2 1.3 3.0 4.7 6.4 6.8

G115.0 0.0 0.0 0.2 1.3 3.0 4.6 6.4 6.8

G116.0 0.0 0.0 0.2 1.3 2.9 4.6 6.2 6.7

G117.0 0.0 0.0 0.2 1.3 2.9 4.6 6.0 6.7

G118.0 0.0 0.0 0.2 1.3 2.9 4.6 5.8 6.6

G119.0 0.0 0.0 0.2 1.3 2.9 4.5 5.7 6.4

生生: mW

测测灯灯 : Type C 测测测测 : 1.325 m C 平发 (°): 0.0-360.0:10.0 γ (°) : 0.0-180.0:1.0

测测测测 : Lisun LSG-1890B 环环环发 : 25.0°C 环环环发 : 65.0%

测测生生 : Lisun Instruments Limited

测测测 : JACK 核核测 : 
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 力力力光光

G\C C80.0 C90.0 C100.0 C110.0 C120.0 C130.0 C140.0 C150.0

G120.0 0.0 0.0 0.2 1.3 2.9 4.5 5.6 6.2

G121.0 0.0 0.0 0.2 1.3 2.8 4.5 5.6 5.9

G122.0 0.0 0.0 0.2 1.2 2.8 4.5 5.7 5.8

G123.0 0.0 0.0 0.2 1.2 2.8 4.4 5.7 5.8

G124.0 0.0 0.0 0.2 1.2 2.7 4.4 5.7 5.8

G125.0 0.0 0.0 0.2 1.2 2.7 4.3 5.6 5.8

G126.0 0.0 0.0 0.2 1.1 2.6 4.3 5.6 5.8

G127.0 0.0 0.0 0.1 1.1 2.6 4.2 5.5 5.7

G128.0 0.0 0.0 0.1 1.0 2.5 4.1 5.4 5.5

G129.0 0.0 0.0 0.1 1.0 2.5 4.0 5.3 5.4

G130.0 0.0 0.0 0.1 0.9 2.4 3.9 5.2 5.3

G131.0 0.0 0.0 0.1 0.8 2.2 3.9 5.1 5.2

G132.0 0.0 0.0 0.1 0.8 2.1 3.8 5.0 5.1

G133.0 0.0 0.0 0.0 0.7 2.0 3.6 4.9 5.0

G134.0 0.0 0.0 0.0 0.7 1.9 3.4 4.7 4.9

G135.0 0.0 0.0 0.0 0.7 1.8 3.3 4.6 4.8

G136.0 0.0 0.0 0.0 0.6 1.7 3.1 4.4 4.8

G137.0 0.0 0.0 0.0 0.6 1.6 3.0 4.3 4.6

G138.0 0.0 0.0 0.0 0.5 1.5 2.8 4.0 4.4

G139.0 0.0 0.0 0.0 0.5 1.4 2.7 3.8 4.2

G140.0 0.0 0.0 0.0 0.5 1.3 2.5 3.6 3.9

G141.0 0.0 0.0 0.0 0.4 1.2 2.4 3.3 3.7

G142.0 0.0 0.0 0.0 0.4 1.2 2.2 3.1 3.5

G143.0 0.0 0.0 0.0 0.3 1.1 2.1 2.9 3.2

G144.0 0.0 0.0 0.0 0.3 1.0 1.9 2.7 3.0

G145.0 0.0 0.0 0.0 0.3 0.9 1.7 2.4 2.8

G146.0 0.0 0.0 0.0 0.3 0.9 1.6 2.2 2.4

G147.0 0.0 0.0 0.0 0.2 0.8 1.4 2.0 2.2

G148.0 0.0 0.0 0.0 0.2 0.7 1.3 1.8 1.9

G149.0 0.0 0.0 0.0 0.2 0.6 1.2 1.6 1.8

G150.0 0.0 0.0 0.0 0.1 0.6 1.1 1.4 1.6

G151.0 0.0 0.0 0.0 0.1 0.5 1.0 1.2 1.4

G152.0 0.0 0.0 0.0 0.0 0.4 0.9 1.1 1.2

G153.0 0.0 0.0 0.0 0.0 0.4 0.8 1.0 1.1

G154.0 0.0 0.0 0.0 0.0 0.3 0.6 0.9 1.0

G155.0 0.0 0.0 0.0 0.0 0.2 0.6 0.8 0.9

G156.0 0.0 0.0 0.0 0.0 0.2 0.5 0.7 0.8

G157.0 0.0 0.0 0.0 0.0 0.2 0.4 0.6 0.7

G158.0 0.0 0.0 0.0 0.0 0.1 0.3 0.5 0.6

G159.0 0.0 0.0 0.0 0.0 0.0 0.3 0.4 0.6

生生: mW

测测灯灯 : Type C 测测测测 : 1.325 m C 平发 (°): 0.0-360.0:10.0 γ (°) : 0.0-180.0:1.0

测测测测 : Lisun LSG-1890B 环环环发 : 25.0°C 环环环发 : 65.0%

测测生生 : Lisun Instruments Limited

测测测 : JACK 核核测 : 
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 力力力光光

G\C C80.0 C90.0 C100.0 C110.0 C120.0 C130.0 C140.0 C150.0

G160.0 0.0 0.0 0.0 0.0 0.0 0.2 0.4 0.5

G161.0 0.0 0.0 0.0 0.0 0.0 0.2 0.3 0.4

G162.0 0.0 0.0 0.0 0.0 0.0 0.1 0.2 0.3

G163.0 0.0 0.0 0.0 0.0 0.0 0.0 0.2 0.3

G164.0 0.0 0.0 0.0 0.0 0.0 0.0 0.1 0.2

G165.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.2

G166.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.1

G167.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G168.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G169.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G170.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G171.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G172.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G173.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G174.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G175.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G176.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G177.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G178.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G179.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G180.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

生生: mW

测测灯灯 : Type C 测测测测 : 1.325 m C 平发 (°): 0.0-360.0:10.0 γ (°) : 0.0-180.0:1.0

测测测测 : Lisun LSG-1890B 环环环发 : 25.0°C 环环环发 : 65.0%

测测生生 : Lisun Instruments Limited

测测测 : JACK 核核测 : 
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 力力力光光

G\C C160.0 C170.0 C180.0 C190.0 C200.0 C210.0 C220.0 C230.0

G0.0 8.7 8.7 8.7 8.7 8.7 8.7 8.7 8.7

G1.0 8.7 8.7 8.7 8.7 8.6 8.6 8.6 8.7

G2.0 8.6 8.7 8.7 8.7 8.6 8.6 8.7 8.7

G3.0 8.7 8.7 8.7 8.6 8.6 8.6 8.6 8.7

G4.0 8.7 8.7 8.7 8.6 8.6 8.6 8.6 8.6

G5.0 8.6 8.6 8.7 8.6 8.6 8.6 8.6 8.6

G6.0 8.6 8.7 8.6 8.6 8.6 8.6 8.6 8.6

G7.0 8.6 8.7 8.7 8.6 8.6 8.6 8.6 8.6

G8.0 8.6 8.7 8.6 8.7 8.6 8.6 8.6 8.6

G9.0 8.6 8.7 8.7 8.6 8.6 8.6 8.6 8.6

G10.0 8.6 8.7 8.7 8.7 8.6 8.6 8.6 8.6

G11.0 8.6 8.7 8.7 8.6 8.6 8.6 8.6 8.6

G12.0 8.6 8.7 8.7 8.7 8.6 8.6 8.6 8.5

G13.0 8.6 8.7 8.7 8.7 8.6 8.6 8.5 8.5

G14.0 8.6 8.7 8.7 8.7 8.6 8.6 8.5 8.5

G15.0 8.6 8.7 8.7 8.7 8.6 8.6 8.5 8.5

G16.0 8.6 8.7 8.7 8.7 8.6 8.6 8.5 8.4

G17.0 8.6 8.7 8.7 8.7 8.6 8.6 8.5 8.4

G18.0 8.6 8.7 8.7 8.7 8.6 8.6 8.5 8.4

G19.0 8.6 8.7 8.7 8.7 8.6 8.5 8.5 8.4

G20.0 8.6 8.7 8.7 8.7 8.6 8.5 8.4 8.3

G21.0 8.6 8.7 8.7 8.7 8.6 8.5 8.4 8.3

G22.0 8.6 8.7 8.7 8.7 8.6 8.5 8.4 8.3

G23.0 8.6 8.7 8.7 8.7 8.6 8.5 8.4 8.2

G24.0 8.6 8.7 8.7 8.7 8.6 8.5 8.3 8.2

G25.0 8.6 8.7 8.7 8.7 8.6 8.5 8.3 8.2

G26.0 8.6 8.7 8.7 8.7 8.6 8.4 8.3 8.1

G27.0 8.6 8.7 8.8 8.7 8.6 8.5 8.3 8.1

G28.0 8.6 8.7 8.8 8.7 8.6 8.4 8.3 8.1

G29.0 8.6 8.7 8.8 8.7 8.6 8.4 8.2 8.0

G30.0 8.6 8.8 8.8 8.7 8.6 8.4 8.2 8.0

G31.0 8.6 8.8 8.8 8.7 8.6 8.4 8.2 7.9

G32.0 8.6 8.8 8.8 8.7 8.5 8.4 8.2 7.9

G33.0 8.6 8.8 8.8 8.7 8.5 8.4 8.1 7.8

G34.0 8.6 8.8 8.8 8.7 8.5 8.4 8.1 7.8

G35.0 8.6 8.8 8.8 8.7 8.5 8.4 8.1 7.7

G36.0 8.6 8.8 8.8 8.7 8.5 8.3 8.0 7.7

G37.0 8.6 8.8 8.8 8.8 8.5 8.3 8.0 7.7

G38.0 8.6 8.8 8.8 8.7 8.5 8.3 8.0 7.6

G39.0 8.6 8.8 8.8 8.8 8.5 8.3 7.9 7.6

生生: mW

测测灯灯 : Type C 测测测测 : 1.325 m C 平发 (°): 0.0-360.0:10.0 γ (°) : 0.0-180.0:1.0

测测测测 : Lisun LSG-1890B 环环环发 : 25.0°C 环环环发 : 65.0%

测测生生 : Lisun Instruments Limited

测测测 : JACK 核核测 : 
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 力力力光光

G\C C160.0 C170.0 C180.0 C190.0 C200.0 C210.0 C220.0 C230.0

G40.0 8.6 8.8 8.8 8.8 8.5 8.3 7.9 7.5

G41.0 8.6 8.8 8.8 8.8 8.5 8.2 7.9 7.5

G42.0 8.6 8.8 8.8 8.8 8.5 8.2 7.8 7.4

G43.0 8.6 8.8 8.8 8.8 8.5 8.2 7.8 7.3

G44.0 8.6 8.8 8.8 8.8 8.5 8.2 7.8 7.3

G45.0 8.6 8.8 8.8 8.8 8.5 8.2 7.7 7.2

G46.0 8.6 8.8 8.8 8.8 8.5 8.2 7.7 7.2

G47.0 8.6 8.8 8.8 8.8 8.5 8.1 7.7 7.1

G48.0 8.6 8.8 8.8 8.8 8.5 8.1 7.6 7.1

G49.0 8.6 8.8 8.8 8.8 8.5 8.1 7.6 7.0

G50.0 8.6 8.8 8.9 8.8 8.4 8.1 7.6 6.9

G51.0 8.6 8.8 8.9 8.8 8.4 8.1 7.6 6.9

G52.0 8.6 8.8 8.9 8.8 8.4 8.0 7.5 6.8

G53.0 8.5 8.8 8.8 8.8 8.4 8.0 7.4 6.8

G54.0 8.5 8.8 8.9 8.8 8.4 8.0 7.4 6.7

G55.0 8.5 8.8 8.8 8.8 8.4 8.0 7.3 6.6

G56.0 8.5 8.8 8.9 8.8 8.4 8.0 7.3 6.6

G57.0 8.5 8.8 8.9 8.8 8.4 7.9 7.3 6.5

G58.0 8.5 8.8 8.9 8.8 8.4 7.9 7.3 6.5

G59.0 8.5 8.8 8.9 8.8 8.4 7.9 7.2 6.4

G60.0 8.5 8.8 8.9 8.8 8.4 7.9 7.2 6.4

G61.0 8.5 8.8 8.9 8.8 8.4 7.8 7.1 6.3

G62.0 8.5 8.8 8.9 8.7 8.3 7.8 7.1 6.2

G63.0 8.5 8.8 8.9 8.8 8.3 7.8 7.1 6.2

G64.0 8.5 8.8 8.9 8.7 8.3 7.8 7.0 6.1

G65.0 8.5 8.8 8.9 8.7 8.3 7.8 7.0 6.0

G66.0 8.4 8.8 8.9 8.7 8.3 7.7 7.0 6.0

G67.0 8.4 8.8 8.9 8.7 8.3 7.7 6.9 5.9

G68.0 8.4 8.8 8.9 8.7 8.3 7.7 6.9 5.9

G69.0 8.4 8.8 8.9 8.7 8.3 7.7 6.9 5.8

G70.0 8.4 8.8 8.9 8.8 8.3 7.7 6.8 5.8

G71.0 8.4 8.8 8.9 8.7 8.3 7.7 6.8 5.7

G72.0 8.4 8.8 8.9 8.7 8.3 7.7 6.8 5.7

G73.0 8.4 8.8 8.9 8.7 8.3 7.6 6.7 5.6

G74.0 8.4 8.8 8.9 8.7 8.2 7.6 6.7 5.6

G75.0 8.4 8.8 8.9 8.7 8.2 7.6 6.7 5.5

G76.0 8.4 8.8 8.9 8.7 8.2 7.6 6.7 5.5

G77.0 8.4 8.8 8.8 8.7 8.2 7.6 6.7 5.5

G78.0 8.4 8.8 8.8 8.7 8.2 7.5 6.6 5.4

G79.0 8.4 8.8 8.8 8.7 8.2 7.6 6.6 5.4

生生: mW

测测灯灯 : Type C 测测测测 : 1.325 m C 平发 (°): 0.0-360.0:10.0 γ (°) : 0.0-180.0:1.0

测测测测 : Lisun LSG-1890B 环环环发 : 25.0°C 环环环发 : 65.0%

测测生生 : Lisun Instruments Limited

测测测 : JACK 核核测 : 
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 力力力光光

G\C C160.0 C170.0 C180.0 C190.0 C200.0 C210.0 C220.0 C230.0

G80.0 8.3 8.7 8.8 8.7 8.2 7.5 6.6 5.4

G81.0 8.3 8.7 8.8 8.7 8.2 7.5 6.6 5.3

G82.0 8.3 8.8 8.8 8.7 8.2 7.5 6.5 5.3

G83.0 8.3 8.7 8.8 8.7 8.2 7.5 6.5 5.3

G84.0 8.3 8.7 8.8 8.7 8.2 7.5 6.5 5.3

G85.0 8.3 8.7 8.8 8.7 8.2 7.5 6.5 5.2

G86.0 8.3 8.7 8.8 8.7 8.2 7.5 6.5 5.2

G87.0 8.3 8.7 8.8 8.7 8.2 7.5 6.5 5.2

G88.0 8.3 8.7 8.8 8.7 8.2 7.5 6.5 5.2

G89.0 8.3 8.7 8.8 8.6 8.1 7.5 6.5 5.2

G90.0 8.3 8.7 8.8 8.6 8.1 7.4 6.5 5.2

G91.0 8.2 8.6 8.4 8.2 7.8 7.4 6.4 5.1

G92.0 7.6 7.7 7.5 7.3 6.9 7.2 6.4 5.1

G93.0 6.7 6.8 6.5 6.3 6.2 7.0 6.4 5.1

G94.0 6.1 6.0 5.9 5.9 6.0 7.0 6.4 5.0

G95.0 5.9 5.9 5.9 5.8 6.0 7.0 6.4 4.9

G96.0 5.9 5.9 5.8 5.8 6.0 7.0 6.5 4.9

G97.0 5.9 5.9 5.9 5.8 6.0 7.0 6.5 4.9

G98.0 5.9 5.9 5.9 5.8 6.0 7.0 6.5 4.9

G99.0 5.9 5.9 5.8 5.8 6.0 7.0 6.5 4.9

G100.0 5.9 5.9 5.8 5.8 6.0 7.0 6.5 4.9

G101.0 5.9 5.8 5.8 5.8 6.0 7.0 6.5 5.0

G102.0 5.9 5.8 5.8 5.8 6.0 7.0 6.5 5.0

G103.0 5.9 5.8 5.8 5.8 6.0 7.0 6.5 5.0

G104.0 5.9 5.8 5.8 5.8 6.0 7.0 6.6 5.0

G105.0 5.9 5.8 5.8 5.8 6.0 7.0 6.6 5.0

G106.0 5.9 5.8 5.8 5.8 6.0 7.0 6.6 5.0

G107.0 5.9 5.8 5.8 5.8 6.1 7.1 6.6 4.8

G108.0 6.1 5.9 5.9 6.0 6.3 7.1 6.5 4.6

G109.0 6.3 6.1 6.2 6.2 6.5 7.0 6.4 4.5

G110.0 6.4 6.3 6.4 6.4 6.5 7.0 6.2 4.4

G111.0 6.4 6.5 6.5 6.4 6.4 6.9 6.0 4.4

G112.0 6.4 6.4 6.4 6.4 6.4 6.7 5.8 4.5

G113.0 6.4 6.4 6.4 6.3 6.2 6.5 5.6 4.6

G114.0 6.4 6.4 6.3 6.2 6.1 6.2 5.5 4.7

G115.0 6.4 6.3 6.2 6.1 6.0 6.0 5.5 4.7

G116.0 6.3 6.3 6.1 5.9 5.8 5.9 5.5 4.7

G117.0 6.3 6.2 5.5 5.1 5.7 5.8 5.5 4.7

G118.0 6.3 5.7 4.7 4.7 5.6 5.7 5.5 4.7

G119.0 6.3 4.8 4.4 4.4 5.5 5.7 5.5 4.6

生生: mW

测测灯灯 : Type C 测测测测 : 1.325 m C 平发 (°): 0.0-360.0:10.0 γ (°) : 0.0-180.0:1.0

测测测测 : Lisun LSG-1890B 环环环发 : 25.0°C 环环环发 : 65.0%

测测生生 : Lisun Instruments Limited

测测测 : JACK 核核测 : 
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 力力力光光

G\C C160.0 C170.0 C180.0 C190.0 C200.0 C210.0 C220.0 C230.0

G120.0 6.3 4.6 4.3 4.3 5.5 5.7 5.5 4.6

G121.0 6.1 4.5 4.3 4.2 5.5 5.7 5.4 4.5

G122.0 5.9 4.3 4.3 4.2 5.6 5.7 5.4 4.5

G123.0 5.6 4.1 4.3 4.2 5.6 5.7 5.3 4.4

G124.0 5.3 4.0 4.2 4.1 5.6 5.6 5.3 4.3

G125.0 5.0 3.9 4.2 4.0 5.6 5.6 5.2 4.2

G126.0 4.7 3.7 4.0 3.8 5.4 5.5 5.1 4.2

G127.0 4.6 3.3 3.1 3.7 5.2 5.4 5.1 4.0

G128.0 4.7 3.2 3.1 3.6 5.0 5.3 5.0 4.0

G129.0 4.6 3.2 3.6 3.6 4.8 5.3 4.9 3.8

G130.0 4.4 3.2 3.6 3.5 4.6 5.2 4.8 3.7

G131.0 4.2 3.2 3.5 3.5 4.5 5.1 4.7 3.6

G132.0 4.0 3.2 3.5 3.5 4.4 5.1 4.6 3.5

G133.0 3.8 3.2 3.4 3.4 4.4 5.0 4.5 3.4

G134.0 3.8 3.2 3.3 3.4 4.3 4.9 4.4 3.2

G135.0 3.9 3.2 3.3 3.4 4.2 4.8 4.2 3.1

G136.0 3.9 3.4 3.4 3.4 4.1 4.7 4.1 3.0

G137.0 3.8 3.3 3.3 3.3 4.1 4.6 4.0 2.8

G138.0 3.8 3.2 3.2 3.3 3.9 4.4 3.8 2.6

G139.0 3.7 3.2 3.1 3.3 3.8 4.1 3.6 2.5

G140.0 3.5 3.1 3.0 3.2 3.6 3.8 3.4 2.3

G141.0 3.3 3.0 2.9 3.1 3.4 3.6 3.2 2.2

G142.0 3.1 3.0 2.9 2.9 3.1 3.4 3.0 2.0

G143.0 3.0 2.8 2.7 2.7 3.0 3.2 2.8 1.9

G144.0 2.8 2.7 2.7 2.6 2.8 3.0 2.6 1.8

G145.0 2.6 2.6 2.5 2.5 2.6 2.7 2.4 1.6

G146.0 2.4 2.5 2.4 2.4 2.4 2.5 2.1 1.5

G147.0 2.2 2.4 2.3 2.3 2.3 2.3 2.0 1.3

G148.0 2.0 2.2 2.2 2.2 2.1 2.1 1.8 1.2

G149.0 1.9 2.1 2.1 2.0 2.0 1.9 1.6 1.1

G150.0 1.8 1.9 1.9 1.9 1.8 1.7 1.4 0.9

G151.0 1.6 1.8 1.8 1.8 1.7 1.5 1.3 0.8

G152.0 1.5 1.6 1.7 1.7 1.5 1.4 1.1 0.7

G153.0 1.3 1.4 1.6 1.6 1.4 1.2 1.0 0.6

G154.0 1.1 1.3 1.5 1.4 1.3 1.1 0.9 0.5

G155.0 1.0 1.1 1.4 1.3 1.2 1.0 0.8 0.5

G156.0 0.9 0.9 1.2 1.2 1.0 0.9 0.7 0.4

G157.0 0.8 1.0 1.1 1.1 0.9 0.7 0.6 0.3

G158.0 0.8 1.0 1.0 0.9 0.8 0.6 0.5 0.3

G159.0 0.7 0.8 0.8 0.8 0.7 0.6 0.4 0.2

生生: mW

测测灯灯 : Type C 测测测测 : 1.325 m C 平发 (°): 0.0-360.0:10.0 γ (°) : 0.0-180.0:1.0

测测测测 : Lisun LSG-1890B 环环环发 : 25.0°C 环环环发 : 65.0%

测测生生 : Lisun Instruments Limited

测测测 : JACK 核核测 : 
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 力力力光光

G\C C160.0 C170.0 C180.0 C190.0 C200.0 C210.0 C220.0 C230.0

G160.0 0.6 0.7 0.7 0.7 0.6 0.5 0.3 0.2

G161.0 0.5 0.5 0.6 0.6 0.5 0.4 0.3 0.1

G162.0 0.4 0.5 0.5 0.5 0.4 0.3 0.2 0.1

G163.0 0.3 0.4 0.4 0.4 0.4 0.3 0.2 0.0

G164.0 0.3 0.3 0.3 0.3 0.3 0.2 0.1 0.0

G165.0 0.2 0.2 0.3 0.3 0.2 0.1 0.0 0.0

G166.0 0.2 0.2 0.2 0.2 0.2 0.1 0.0 0.0

G167.0 0.1 0.1 0.1 0.1 0.1 0.0 0.0 0.0

G168.0 0.0 0.1 0.1 0.1 0.0 0.0 0.0 0.0

G169.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G170.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G171.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G172.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G173.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G174.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G175.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G176.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G177.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G178.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G179.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G180.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

生生: mW

测测灯灯 : Type C 测测测测 : 1.325 m C 平发 (°): 0.0-360.0:10.0 γ (°) : 0.0-180.0:1.0

测测测测 : Lisun LSG-1890B 环环环发 : 25.0°C 环环环发 : 65.0%

测测生生 : Lisun Instruments Limited

测测测 : JACK 核核测 : 
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 力力力光光

G\C C240.0 C250.0 C260.0 C270.0 C280.0 C290.0 C300.0 C310.0

G0.0 8.7 8.7 8.7 8.7 8.7 8.7 8.7 8.7

G1.0 8.6 8.7 8.6 8.7 8.7 8.7 8.7 8.7

G2.0 8.7 8.7 8.7 8.7 8.7 8.7 8.7 8.7

G3.0 8.6 8.6 8.6 8.6 8.7 8.7 8.7 8.7

G4.0 8.6 8.6 8.6 8.6 8.7 8.7 8.7 8.7

G5.0 8.6 8.6 8.6 8.6 8.6 8.6 8.7 8.7

G6.0 8.6 8.6 8.6 8.6 8.6 8.6 8.6 8.7

G7.0 8.6 8.6 8.6 8.6 8.6 8.6 8.6 8.6

G8.0 8.6 8.6 8.6 8.6 8.6 8.6 8.6 8.6

G9.0 8.6 8.6 8.5 8.5 8.6 8.6 8.6 8.6

G10.0 8.5 8.5 8.5 8.5 8.5 8.6 8.6 8.6

G11.0 8.5 8.5 8.5 8.5 8.5 8.5 8.6 8.6

G12.0 8.5 8.5 8.4 8.5 8.5 8.5 8.6 8.6

G13.0 8.5 8.4 8.4 8.4 8.4 8.5 8.5 8.6

G14.0 8.4 8.4 8.4 8.4 8.4 8.5 8.5 8.6

G15.0 8.4 8.4 8.3 8.3 8.4 8.4 8.5 8.5

G16.0 8.4 8.3 8.3 8.3 8.3 8.4 8.5 8.5

G17.0 8.3 8.3 8.2 8.3 8.3 8.4 8.4 8.5

G18.0 8.3 8.2 8.2 8.2 8.3 8.3 8.4 8.5

G19.0 8.3 8.2 8.1 8.1 8.2 8.3 8.4 8.5

G20.0 8.2 8.2 8.1 8.1 8.2 8.2 8.3 8.4

G21.0 8.2 8.1 8.0 8.0 8.1 8.2 8.3 8.4

G22.0 8.1 8.1 8.0 8.0 8.1 8.1 8.3 8.4

G23.0 8.1 8.0 7.9 7.9 8.0 8.1 8.2 8.4

G24.0 8.0 8.0 7.9 7.9 7.9 8.0 8.2 8.3

G25.0 8.0 7.9 7.8 7.8 7.9 8.0 8.1 8.3

G26.0 7.9 7.8 7.7 7.7 7.8 7.9 8.1 8.3

G27.0 7.9 7.8 7.7 7.7 7.7 7.9 8.1 8.2

G28.0 7.9 7.7 7.6 7.6 7.7 7.8 8.0 8.2

G29.0 7.8 7.6 7.5 7.5 7.6 7.7 7.9 8.2

G30.0 7.7 7.6 7.4 7.4 7.5 7.7 7.9 8.1

G31.0 7.7 7.5 7.4 7.3 7.4 7.6 7.8 8.1

G32.0 7.6 7.4 7.3 7.3 7.4 7.5 7.8 8.0

G33.0 7.5 7.4 7.2 7.2 7.3 7.5 7.7 8.0

G34.0 7.5 7.3 7.1 7.1 7.2 7.4 7.7 8.0

G35.0 7.4 7.2 7.0 7.0 7.1 7.3 7.6 7.9

G36.0 7.4 7.1 6.9 6.9 7.0 7.2 7.6 7.9

G37.0 7.3 7.0 6.8 6.8 6.9 7.2 7.5 7.9

G38.0 7.2 6.9 6.7 6.7 6.8 7.1 7.4 7.8

G39.0 7.2 6.9 6.6 6.6 6.7 7.0 7.4 7.8

生生: mW

测测灯灯 : Type C 测测测测 : 1.325 m C 平发 (°): 0.0-360.0:10.0 γ (°) : 0.0-180.0:1.0

测测测测 : Lisun LSG-1890B 环环环发 : 25.0°C 环环环发 : 65.0%

测测生生 : Lisun Instruments Limited

测测测 : JACK 核核测 : 
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 力力力光光

G\C C240.0 C250.0 C260.0 C270.0 C280.0 C290.0 C300.0 C310.0

G40.0 7.1 6.8 6.5 6.5 6.6 6.9 7.3 7.7

G41.0 7.0 6.7 6.4 6.4 6.5 6.8 7.3 7.7

G42.0 6.9 6.6 6.3 6.3 6.4 6.7 7.2 7.6

G43.0 6.9 6.5 6.2 6.1 6.3 6.7 7.1 7.6

G44.0 6.8 6.4 6.1 6.0 6.2 6.6 7.0 7.5

G45.0 6.7 6.3 5.9 5.9 6.1 6.5 7.0 7.5

G46.0 6.6 6.2 5.8 5.8 6.0 6.4 6.9 7.4

G47.0 6.5 6.1 5.7 5.6 5.9 6.3 6.8 7.4

G48.0 6.5 6.0 5.6 5.5 5.8 6.2 6.8 7.3

G49.0 6.4 5.9 5.5 5.4 5.7 6.1 6.7 7.3

G50.0 6.3 5.7 5.3 5.3 5.5 6.0 6.6 7.2

G51.0 6.2 5.6 5.2 5.1 5.4 5.9 6.5 7.2

G52.0 6.1 5.5 5.1 5.0 5.3 5.8 6.4 7.1

G53.0 6.1 5.4 4.9 4.8 5.1 5.7 6.4 7.1

G54.0 6.0 5.3 4.8 4.7 5.0 5.6 6.3 7.0

G55.0 5.9 5.2 4.6 4.6 4.9 5.5 6.2 7.0

G56.0 5.8 5.1 4.5 4.4 4.8 5.4 6.1 6.9

G57.0 5.7 5.0 4.4 4.3 4.6 5.2 6.0 6.9

G58.0 5.6 4.8 4.2 4.1 4.5 5.1 6.0 6.8

G59.0 5.5 4.7 4.1 4.0 4.3 5.0 5.9 6.7

G60.0 5.5 4.6 3.9 3.8 4.2 4.9 5.8 6.7

G61.0 5.4 4.5 3.8 3.6 4.1 4.8 5.8 6.6

G62.0 5.3 4.4 3.6 3.5 3.9 4.7 5.7 6.6

G63.0 5.2 4.3 3.5 3.3 3.8 4.6 5.6 6.5

G64.0 5.1 4.1 3.4 3.2 3.6 4.5 5.5 6.5

G65.0 5.0 4.0 3.2 3.0 3.5 4.4 5.4 6.4

G66.0 4.9 3.9 3.1 2.8 3.4 4.3 5.4 6.4

G67.0 4.9 3.8 2.9 2.7 3.2 4.2 5.3 6.3

G68.0 4.8 3.7 2.8 2.5 3.1 4.1 5.2 6.3

G69.0 4.7 3.6 2.6 2.3 3.0 4.0 5.1 6.2

G70.0 4.6 3.4 2.5 2.2 2.8 3.9 5.1 6.2

G71.0 4.5 3.3 2.3 2.0 2.7 3.8 5.0 6.1

G72.0 4.4 3.2 2.2 1.9 2.5 3.7 4.9 6.1

G73.0 4.4 3.1 2.0 1.7 2.4 3.6 4.9 6.0

G74.0 4.3 3.0 1.9 1.5 2.3 3.5 4.8 6.0

G75.0 4.2 2.9 1.8 1.4 2.2 3.4 4.7 6.0

G76.0 4.2 2.8 1.6 1.2 2.0 3.3 4.7 5.9

G77.0 4.1 2.7 1.5 1.1 1.9 3.2 4.6 5.9

G78.0 4.1 2.6 1.4 0.9 1.8 3.1 4.6 5.9

G79.0 4.0 2.5 1.3 0.8 1.7 3.0 4.5 5.8

生生: mW

测测灯灯 : Type C 测测测测 : 1.325 m C 平发 (°): 0.0-360.0:10.0 γ (°) : 0.0-180.0:1.0

测测测测 : Lisun LSG-1890B 环环环发 : 25.0°C 环环环发 : 65.0%

测测生生 : Lisun Instruments Limited

测测测 : JACK 核核测 : 



Tel:+86(21)51083341

Sales@Lisungroup.com

www.Lisungroup.com

Lisun Instruments Limited

 报报报报 : 11  测测测测 : 2023-11-17 18:24:07  页页 : 33/40

 力力力光光

G\C C240.0 C250.0 C260.0 C270.0 C280.0 C290.0 C300.0 C310.0

G80.0 3.9 2.4 1.1 0.6 1.5 3.0 4.5 5.8

G81.0 3.9 2.4 1.0 0.5 1.4 2.9 4.4 5.8

G82.0 3.9 2.3 0.9 0.4 1.3 2.8 4.4 5.7

G83.0 3.8 2.2 0.8 0.3 1.2 2.8 4.4 5.7

G84.0 3.8 2.2 0.7 0.2 1.2 2.7 4.3 5.7

G85.0 3.8 2.1 0.7 0.1 1.1 2.7 4.3 5.7

G86.0 3.7 2.1 0.6 0.0 1.1 2.7 4.3 5.7

G87.0 3.7 2.1 0.6 0.0 1.0 2.6 4.3 5.7

G88.0 3.7 2.1 0.5 0.0 1.0 2.6 4.2 5.6

G89.0 3.7 2.0 0.5 0.0 1.0 2.6 4.2 5.6

G90.0 3.7 2.0 0.5 0.0 0.9 2.6 4.2 5.6

G91.0 3.6 1.8 0.4 0.0 0.7 2.4 4.2 5.6

G92.0 3.4 1.4 0.2 0.0 0.4 2.1 4.1 5.6

G93.0 3.2 1.0 0.1 0.0 0.2 1.7 3.9 5.6

G94.0 2.9 0.7 0.0 0.0 0.0 1.4 3.8 5.6

G95.0 2.7 0.6 0.0 0.0 0.0 1.2 3.6 5.6

G96.0 2.7 0.6 0.0 0.0 0.0 1.2 3.5 5.6

G97.0 2.7 0.6 0.0 0.0 0.0 1.2 3.5 5.5

G98.0 2.7 0.6 0.0 0.0 0.0 1.2 3.5 5.5

G99.0 2.7 0.6 0.0 0.0 0.0 1.2 3.4 5.5

G100.0 2.7 0.6 0.0 0.0 0.0 1.1 3.4 5.5

G101.0 2.8 0.7 0.0 0.0 0.0 1.1 3.4 5.4

G102.0 2.8 0.8 0.0 0.0 0.0 1.1 3.3 5.4

G103.0 2.8 0.8 0.1 0.0 0.0 1.2 3.3 5.3

G104.0 2.8 0.9 0.1 0.0 0.0 1.2 3.3 5.3

G105.0 2.7 0.9 0.2 0.0 0.0 1.2 3.2 5.2

G106.0 2.7 0.9 0.2 0.0 0.0 1.2 3.2 5.2

G107.0 2.7 0.9 0.2 0.0 0.0 1.2 3.1 5.1

G108.0 2.8 0.9 0.2 0.0 0.1 1.2 3.1 5.0

G109.0 2.8 0.9 0.2 0.0 0.1 1.2 3.1 5.0

G110.0 2.9 0.9 0.2 0.0 0.0 1.2 3.1 4.8

G111.0 2.9 0.9 0.2 0.0 0.0 1.1 3.1 4.8

G112.0 2.9 1.0 0.2 0.0 0.0 1.1 3.1 4.7

G113.0 3.0 1.0 0.2 0.0 0.0 1.1 3.0 4.6

G114.0 3.0 1.1 0.2 0.0 0.0 1.0 2.9 4.5

G115.0 3.0 1.2 0.2 0.0 0.0 1.0 2.9 4.4

G116.0 3.0 1.2 0.2 0.0 0.0 0.9 2.8 4.3

G117.0 3.0 1.2 0.1 0.0 0.0 0.8 2.7 4.2

G118.0 2.9 1.2 0.1 0.0 0.0 0.8 2.6 4.1

G119.0 2.9 1.2 0.1 0.0 0.0 0.7 2.5 4.0

生生: mW

测测灯灯 : Type C 测测测测 : 1.325 m C 平发 (°): 0.0-360.0:10.0 γ (°) : 0.0-180.0:1.0

测测测测 : Lisun LSG-1890B 环环环发 : 25.0°C 环环环发 : 65.0%

测测生生 : Lisun Instruments Limited

测测测 : JACK 核核测 : 
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 力力力光光

G\C C240.0 C250.0 C260.0 C270.0 C280.0 C290.0 C300.0 C310.0

G120.0 2.9 1.2 0.1 0.0 0.0 0.7 2.4 3.9

G121.0 2.9 1.1 0.1 0.0 0.0 0.6 2.3 3.8

G122.0 2.8 1.1 0.0 0.0 0.0 0.5 2.1 3.6

G123.0 2.8 1.1 0.0 0.0 0.0 0.5 2.0 3.5

G124.0 2.7 1.0 0.0 0.0 0.0 0.4 1.9 3.3

G125.0 2.6 1.0 0.0 0.0 0.0 0.4 1.7 3.2

G126.0 2.6 0.9 0.0 0.0 0.0 0.3 1.6 3.1

G127.0 2.5 0.9 0.0 0.0 0.0 0.3 1.4 2.9

G128.0 2.4 0.8 0.0 0.0 0.0 0.2 1.3 2.7

G129.0 2.3 0.8 0.0 0.0 0.0 0.2 1.2 2.6

G130.0 2.2 0.7 0.0 0.0 0.0 0.1 1.1 2.4

G131.0 2.1 0.7 0.0 0.0 0.0 0.1 1.0 2.2

G132.0 2.0 0.6 0.0 0.0 0.0 0.0 0.9 2.0

G133.0 1.9 0.6 0.0 0.0 0.0 0.0 0.7 1.9

G134.0 1.8 0.5 0.0 0.0 0.0 0.0 0.6 1.7

G135.0 1.7 0.5 0.0 0.0 0.0 0.0 0.6 1.5

G136.0 1.6 0.5 0.0 0.0 0.0 0.0 0.5 1.4

G137.0 1.5 0.4 0.0 0.0 0.0 0.0 0.4 1.2

G138.0 1.4 0.4 0.0 0.0 0.0 0.0 0.3 1.1

G139.0 1.3 0.3 0.0 0.0 0.0 0.0 0.3 1.0

G140.0 1.2 0.3 0.0 0.0 0.0 0.0 0.2 0.8

G141.0 1.1 0.3 0.0 0.0 0.0 0.0 0.1 0.7

G142.0 1.0 0.2 0.0 0.0 0.0 0.0 0.1 0.6

G143.0 0.9 0.2 0.0 0.0 0.0 0.0 0.0 0.5

G144.0 0.9 0.2 0.0 0.0 0.0 0.0 0.0 0.4

G145.0 0.8 0.2 0.0 0.0 0.0 0.0 0.0 0.3

G146.0 0.7 0.1 0.0 0.0 0.0 0.0 0.0 0.2

G147.0 0.6 0.1 0.0 0.0 0.0 0.0 0.0 0.2

G148.0 0.6 0.1 0.0 0.0 0.0 0.0 0.0 0.1

G149.0 0.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G150.0 0.4 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G151.0 0.4 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G152.0 0.3 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G153.0 0.3 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G154.0 0.2 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G155.0 0.2 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G156.0 0.1 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G157.0 0.1 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G158.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G159.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

生生: mW

测测灯灯 : Type C 测测测测 : 1.325 m C 平发 (°): 0.0-360.0:10.0 γ (°) : 0.0-180.0:1.0

测测测测 : Lisun LSG-1890B 环环环发 : 25.0°C 环环环发 : 65.0%

测测生生 : Lisun Instruments Limited

测测测 : JACK 核核测 : 
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 力力力光光

G\C C240.0 C250.0 C260.0 C270.0 C280.0 C290.0 C300.0 C310.0

G160.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G161.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G162.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G163.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G164.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G165.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G166.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G167.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G168.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G169.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G170.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G171.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G172.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G173.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G174.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G175.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G176.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G177.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G178.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G179.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

G180.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

生生: mW

测测灯灯 : Type C 测测测测 : 1.325 m C 平发 (°): 0.0-360.0:10.0 γ (°) : 0.0-180.0:1.0

测测测测 : Lisun LSG-1890B 环环环发 : 25.0°C 环环环发 : 65.0%

测测生生 : Lisun Instruments Limited

测测测 : JACK 核核测 : 
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 力力力光光

G\C C320.0 C330.0 C340.0 C350.0

G0.0 8.7 8.7 8.7 8.7

G1.0 8.7 8.7 8.7 8.7

G2.0 8.7 8.7 8.7 8.7

G3.0 8.7 8.7 8.7 8.7

G4.0 8.7 8.7 8.7 8.7

G5.0 8.7 8.7 8.7 8.7

G6.0 8.7 8.7 8.7 8.7

G7.0 8.7 8.7 8.7 8.7

G8.0 8.7 8.7 8.7 8.7

G9.0 8.7 8.7 8.7 8.7

G10.0 8.7 8.7 8.7 8.7

G11.0 8.7 8.7 8.7 8.7

G12.0 8.6 8.7 8.7 8.7

G13.0 8.6 8.7 8.7 8.7

G14.0 8.6 8.7 8.7 8.8

G15.0 8.6 8.7 8.7 8.7

G16.0 8.6 8.7 8.7 8.8

G17.0 8.6 8.7 8.7 8.8

G18.0 8.6 8.7 8.7 8.8

G19.0 8.6 8.7 8.7 8.8

G20.0 8.6 8.7 8.7 8.8

G21.0 8.5 8.7 8.7 8.8

G22.0 8.5 8.6 8.7 8.8

G23.0 8.5 8.6 8.7 8.8

G24.0 8.5 8.6 8.7 8.8

G25.0 8.5 8.6 8.7 8.8

G26.0 8.5 8.6 8.7 8.8

G27.0 8.4 8.6 8.7 8.8

G28.0 8.4 8.6 8.7 8.8

G29.0 8.4 8.6 8.7 8.8

G30.0 8.4 8.6 8.7 8.8

G31.0 8.3 8.6 8.7 8.8

G32.0 8.3 8.6 8.7 8.8

G33.0 8.3 8.5 8.7 8.8

G34.0 8.2 8.5 8.7 8.9

G35.0 8.3 8.5 8.7 8.9

G36.0 8.2 8.5 8.7 8.9

G37.0 8.2 8.5 8.7 8.9

G38.0 8.2 8.5 8.7 8.9

G39.0 8.1 8.5 8.7 8.9

生生: mW

测测灯灯 : Type C 测测测测 : 1.325 m C 平发 (°): 0.0-360.0:10.0 γ (°) : 0.0-180.0:1.0

测测测测 : Lisun LSG-1890B 环环环发 : 25.0°C 环环环发 : 65.0%

测测生生 : Lisun Instruments Limited

测测测 : JACK 核核测 : 



Tel:+86(21)51083341

Sales@Lisungroup.com

www.Lisungroup.com

Lisun Instruments Limited

 报报报报 : 11  测测测测 : 2023-11-17 18:24:07  页页 : 37/40

 力力力光光

G\C C320.0 C330.0 C340.0 C350.0

G40.0 8.1 8.5 8.7 8.8

G41.0 8.1 8.4 8.7 8.9

G42.0 8.1 8.4 8.7 8.9

G43.0 8.0 8.4 8.7 8.9

G44.0 8.0 8.4 8.7 8.9

G45.0 8.0 8.4 8.7 8.9

G46.0 7.9 8.4 8.7 8.9

G47.0 7.9 8.3 8.7 8.9

G48.0 7.9 8.3 8.7 8.9

G49.0 7.8 8.3 8.7 8.9

G50.0 7.8 8.3 8.7 8.9

G51.0 7.8 8.3 8.6 8.9

G52.0 7.7 8.3 8.6 8.9

G53.0 7.7 8.2 8.6 8.8

G54.0 7.7 8.2 8.6 8.9

G55.0 7.6 8.2 8.6 8.9

G56.0 7.6 8.2 8.6 8.9

G57.0 7.6 8.2 8.6 8.9

G58.0 7.5 8.1 8.6 8.9

G59.0 7.5 8.1 8.6 8.9

G60.0 7.5 8.1 8.6 8.8

G61.0 7.4 8.1 8.6 8.8

G62.0 7.4 8.1 8.6 8.8

G63.0 7.4 8.1 8.6 8.8

G64.0 7.3 8.0 8.5 8.8

G65.0 7.3 8.0 8.5 8.8

G66.0 7.3 8.0 8.5 8.8

G67.0 7.2 8.0 8.5 8.8

G68.0 7.2 8.0 8.5 8.8

G69.0 7.2 8.0 8.5 8.8

G70.0 7.2 7.9 8.5 8.8

G71.0 7.1 7.9 8.5 8.8

G72.0 7.1 7.9 8.5 8.8

G73.0 7.1 7.9 8.5 8.8

G74.0 7.1 7.9 8.5 8.8

G75.0 7.0 7.9 8.5 8.8

G76.0 7.0 7.9 8.5 8.8

G77.0 7.0 7.8 8.4 8.8

G78.0 7.0 7.8 8.4 8.8

G79.0 6.9 7.8 8.4 8.8

生生: mW

测测灯灯 : Type C 测测测测 : 1.325 m C 平发 (°): 0.0-360.0:10.0 γ (°) : 0.0-180.0:1.0

测测测测 : Lisun LSG-1890B 环环环发 : 25.0°C 环环环发 : 65.0%

测测生生 : Lisun Instruments Limited

测测测 : JACK 核核测 : 
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 力力力光光

G\C C320.0 C330.0 C340.0 C350.0

G80.0 6.9 7.8 8.4 8.8

G81.0 6.9 7.8 8.4 8.7

G82.0 6.9 7.8 8.4 8.7

G83.0 6.9 7.7 8.4 8.7

G84.0 6.8 7.7 8.4 8.7

G85.0 6.8 7.7 8.4 8.7

G86.0 6.8 7.7 8.4 8.7

G87.0 6.8 7.7 8.4 8.7

G88.0 6.8 7.7 8.4 8.7

G89.0 6.8 7.7 8.4 8.7

G90.0 6.8 7.7 8.3 8.7

G91.0 6.8 7.4 7.8 8.3

G92.0 6.8 6.8 7.0 7.4

G93.0 6.8 6.4 6.1 6.3

G94.0 6.8 6.3 5.7 5.8

G95.0 6.8 6.3 5.7 5.8

G96.0 6.8 6.3 5.7 5.8

G97.0 6.8 6.3 5.7 5.8

G98.0 6.8 6.3 5.7 5.8

G99.0 6.7 6.3 5.7 5.8

G100.0 6.7 6.2 5.7 5.8

G101.0 6.7 6.2 5.6 5.7

G102.0 6.6 6.2 5.6 5.7

G103.0 6.6 6.1 5.6 5.7

G104.0 6.5 6.1 5.5 5.7

G105.0 6.5 6.0 5.5 5.6

G106.0 6.4 6.0 5.5 5.6

G107.0 6.3 6.0 5.4 5.5

G108.0 6.3 6.1 5.4 5.5

G109.0 6.2 6.1 5.6 5.6

G110.0 6.1 6.1 5.7 5.7

G111.0 6.0 6.0 5.7 5.9

G112.0 5.9 6.0 5.6 5.9

G113.0 5.8 5.9 5.6 5.8

G114.0 5.7 5.8 5.5 5.7

G115.0 5.6 5.7 5.4 5.6

G116.0 5.5 5.6 5.3 5.5

G117.0 5.4 5.5 5.2 5.0

G118.0 5.3 5.4 5.2 4.1

G119.0 5.1 5.3 5.1 3.6

生生: mW

测测灯灯 : Type C 测测测测 : 1.325 m C 平发 (°): 0.0-360.0:10.0 γ (°) : 0.0-180.0:1.0

测测测测 : Lisun LSG-1890B 环环环发 : 25.0°C 环环环发 : 65.0%

测测生生 : Lisun Instruments Limited

测测测 : JACK 核核测 : 
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 力力力光光

G\C C320.0 C330.0 C340.0 C350.0

G120.0 5.0 5.1 5.0 3.5

G121.0 4.9 4.8 4.9 3.4

G122.0 4.7 4.6 4.6 3.3

G123.0 4.6 4.5 4.3 3.0

G124.0 4.5 4.5 4.3 2.7

G125.0 4.3 4.4 4.2 2.5

G126.0 4.1 4.4 3.9 2.4

G127.0 4.0 4.3 3.4 2.3

G128.0 3.8 4.1 3.3 2.2

G129.0 3.7 3.9 3.3 2.3

G130.0 3.5 3.7 3.2 2.6

G131.0 3.4 3.5 3.0 2.7

G132.0 3.2 3.3 2.9 2.6

G133.0 3.0 3.1 2.8 2.6

G134.0 2.8 3.0 2.7 2.5

G135.0 2.6 2.9 2.5 2.5

G136.0 2.4 2.7 2.4 2.4

G137.0 2.2 2.6 2.3 2.3

G138.0 2.0 2.4 2.1 2.2

G139.0 1.8 2.2 2.0 2.1

G140.0 1.6 2.0 1.9 2.0

G141.0 1.4 1.7 1.8 1.9

G142.0 1.2 1.5 1.6 1.8

G143.0 1.0 1.3 1.4 1.6

G144.0 0.9 1.2 1.3 1.5

G145.0 0.7 1.0 1.2 1.4

G146.0 0.6 0.9 1.0 1.2

G147.0 0.5 0.7 0.9 1.1

G148.0 0.4 0.6 0.8 1.0

G149.0 0.3 0.5 0.7 0.8

G150.0 0.2 0.4 0.6 0.7

G151.0 0.2 0.3 0.5 0.6

G152.0 0.1 0.3 0.4 0.5

G153.0 0.0 0.2 0.3 0.4

G154.0 0.0 0.1 0.3 0.3

G155.0 0.0 0.1 0.2 0.3

G156.0 0.0 0.0 0.1 0.2

G157.0 0.0 0.0 0.0 0.1

G158.0 0.0 0.0 0.0 0.0

G159.0 0.0 0.0 0.0 0.0

生生: mW

测测灯灯 : Type C 测测测测 : 1.325 m C 平发 (°): 0.0-360.0:10.0 γ (°) : 0.0-180.0:1.0

测测测测 : Lisun LSG-1890B 环环环发 : 25.0°C 环环环发 : 65.0%

测测生生 : Lisun Instruments Limited

测测测 : JACK 核核测 : 
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 力力力光光

G\C C320.0 C330.0 C340.0 C350.0

G160.0 0.0 0.0 0.0 0.0

G161.0 0.0 0.0 0.0 0.0

G162.0 0.0 0.0 0.0 0.0

G163.0 0.0 0.0 0.0 0.0

G164.0 0.0 0.0 0.0 0.0

G165.0 0.0 0.0 0.0 0.0

G166.0 0.0 0.0 0.0 0.0

G167.0 0.0 0.0 0.0 0.0

G168.0 0.0 0.0 0.0 0.0

G169.0 0.0 0.0 0.0 0.0

G170.0 0.0 0.0 0.0 0.0

G171.0 0.0 0.0 0.0 0.0

G172.0 0.0 0.0 0.0 0.0

G173.0 0.0 0.0 0.0 0.0

G174.0 0.0 0.0 0.0 0.0

G175.0 0.0 0.0 0.0 0.0

G176.0 0.0 0.0 0.0 0.0

G177.0 0.0 0.0 0.0 0.0

G178.0 0.0 0.0 0.0 0.0

G179.0 0.0 0.0 0.0 0.0

G180.0 0.0 0.0 0.0 0.0

生生: mW

测测灯灯 : Type C 测测测测 : 1.325 m C 平发 (°): 0.0-360.0:10.0 γ (°) : 0.0-180.0:1.0

测测测测 : Lisun LSG-1890B 环环环发 : 25.0°C 环环环发 : 65.0%

测测生生 : Lisun Instruments Limited

测测测 : JACK 核核测 : 


